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Deleted Comments
500 1 Overview Added Nov. 2004

2
Tex-500-C, Sampling Bituminous Materials, Pre-
Molded Joint Fillers and Joint Sealers Aug. 1999  published on-line

3
Tex-501-C et al, Test Methods for Various 
Bituminous Materials Aug. 1999  published on-line

4
Tex-517-C, Test for Curing Index of Cut-back 
Asphalts Aug. 1999  published on-line

5
Tex-523-C, Testing Asphaltic Waterproofing 
Materials Aug. 1999  published on-line

6
Tex-524-C, Testing Pre-Molded Joint Fillers for 
Concrete Aug. 1999  published on-line

7
Tex-525-C, Tests for Asphalt and Concrete Joint 
Sealers Revised May 2005 Effective Feb. 2005

8
Tex-526-C, Test for Cold Applied Plastic Asphalt 
Sewer Joint Compound Aug. 1999  published on-line

9
Tex-530-C, Effect of Water on Bituminous Paving 
Mixtures Aug. 1999  published on-line

10

Tex-531-C, Prediction of Moisture Induced Damage 
to Bituminous Paving Materials Using Molded 
Specimens Aug. 1999  published on-line

11
Tex-532-C, Extent of Cure for High Float Anionic 
Asphalt Emulsions Aug. 1999  published on-line

12

Tex-533-C, Determining Polymer Additive 
Percentages in Polymer Modified Asphalt Cements Aug. 1999  published on-line

13 Tex-534-C, Viscosity of Burner Fuel Aug. 1999  published on-line
14 Tex-535-C, Calculating Viscosity from Penetration Aug. 1999  published on-line

15
Tex-536-C, Preparing Control Charts for Performance 
Graded Asphalt Binders Aug. 1999  published on-line

16
Tex-537-C, Preparing Job-site Samples of Asphalt 
Cement for Superpave Testing Aug. 1999  published on-line

17
Tex-538-C, Quality Monitoring for Joint Sealers and 
Related Materials Aug. 1999  published on-line

18
Tex-539-C, Measurement of Elastic Recovery of 
Tensile Deformation Using a Ductilometer Aug. 1999  published on-line
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19
Tex-540-C, Measurement of Polymer Separation on 
Heating in Modified Asphalt Systems Aug. 1999  published on-line

20
Tex-541-C, Rolling Thin Film Oven Test for Asphalt 
Binders Added June 2000 Effective June 2000

21
Tex-542-C, Determining Breaking Index for Asphalt 
Emulsions Added Aug. 2002 Effective Aug. 2002

22
Tex-543-C, Evaporative Recovery of Residue for 
Emulsified Crack Sealant Added Aug. 2002 Effective Aug. 2002

23
Tex-544-C, Rubber Content for Rubber-Asphalt 
Crack Sealant Added Aug. 2002 Effective Aug. 2002


